
Wage Decision Approval Summary
 
1) Project Title: Calle de Picacho Reconstruction
Requested Date: 03/21/2024
Approved Date: 03/22/2024
Approved Wage Decision Number: DA-24-1040-A
 

Wage Decision Expiration Date for Bids: 07/20/2024

 
2) Physical Location of Jobsite for Project:
Job Site Address: Call de Picacho
Job Site City: Town of Mesilla
Job Site County: Dona Ana
 
3) Contracting Agency Name (Department or Bureau): Town of Mesilla
Contracting Agency Contact's Name: Rani Bush
Contracting Agency Contact's Phone: (575) 524-3262 Ext. 105
 
4) Estimated Contract Award Date: 05/15/2024
 
5) Estimated total project cost: $1,150,462.78
a. Are any federal funds involved?: No
b. Does this project involve a building?: No
c. Is this part of a larger plan for construction on or appurtenant to the property that is subject to this
project?: No
d. Are there any other Public Works Wage Decisions related to this project?: No
e. What is the ultimate purpose or functional use of the construction once it is completed?: This project is
located on Calle de Picacho, within the limits of Town of Mesilla, New Mexico, Dona Ana County. The
terminus of the project is Calle de Picacho from Calle del Norte (NM 359) to Calle de Parian. This project
consists of 3" asphalt surface, 6" base course, approximately 1,595 feet in length, and width of 20 feet.
Drainage infiltrators will be placed approximately 1,595 feet in length, and a width of 20 feet. Drainage
infiltrators will be placed approximately 8 feet below the existing ground at an approximate length of 380
feet. Structures to be replaced are sewer and water, at a depth of 3 to 9 feet below existing ground.
 
6) Classifications of Construction:

Classification Type
and Cost Total

Description

Highway/Utilities (A)
Cost: $1,150,462.78

This project is located on Calle de Picacho, within the limits of Town
of Mesilla, New Mexico, Dona Ana County. The terminus of the
project is Calle de Picacho from Calle del Norte (NM 359) to Calle
de Parian. This project consists of 3" asphalt surface, 6" base
course, approximately 1,595 feet in length, and width of 20 feet.
Drainage infiltrators will be placed approximately 1,595 feet in
length, and a width of 20 feet. Drainage infiltrators will be placed
approximately 8 feet below the existing ground at an approximate
length of 380 feet. Structures to be replaced are sewer and water, at
a depth of 3 to 9 feet below existing ground.
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